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Pacific LED – The
efficiency champion to
fit your application
Pacific LED WT460C

The Pacific LED is the efficiency champion to replace 1:1
fluorescent waterproof luminaires up to 2x58W, saving up
to 53% on energy costs. The luminaire and its components
like LEDs, drivers and optics are designed for a broad range
of applications such as freeze cells, parking garages (low
ceilings) or warehouses (high ceilings) and it is an ideal
solution for food industries because it does not contain
glass. For aggressive environments, the luminaire can be
coated to become chemically resistant. To maximize energy
savings, the luminaire can be equipped with a DALI driver
or with integrated wireless controls (GreenParking). Next
to that, all applications benefit from an extremely long
lifetime up to 70,000 hrs. he luminaire is quick and easy to
install, thanks to the smart end-caps, providing diverse
electrical connections like through-wiring or through-
connection.

Benefits
• Up to 53% energy saving compared with fluorescent solutions with

electronic ballast up to 2 x 58 W
• Designed for extreme conditions ranging from -30 ºC up to +45 ºC
• Diverse optics including a new optical system for provide

comfortable lighting at low ceilings

Features
• Latest LED modules with mid-flux LEDs with improved efficiency
• Low maintenance costs due to long lifetime of the system
• Light source is serviceable
• Diversity in optics enables to fit every application



Application
• Parking garages
• Cold storage facilities
• Industrial halls

• Food industry
• Car washes

Specifications

• Type WT460C
WT461C (chemical resistant version)

• Light source Philips Fortimo LEDline 3R
• Power 17 to 52 W (depending on type)
• Beam angle 2 x 62º (VWB)

2 x 23º (NB)
2 x 57º (WB)
Lambertian distribution (O)

• Luminous flux 2300 to 6400 lm (depending on type)
• Correlated Color

Temperature
4000 K

• Color Rendering
Index

80

• Median useful life
L70B50

70,000 hours

• Median useful life
L80B50

50,000 hours

• Median useful life
L90B50

25,000 hours

• Driver failure rate 1,0% per 5000 hours
• Average ambient

temperature
+25 ºC

• Operating tempera-
ture range

-20 to +45 ºC (PSD)
-20 to +45 ºC (PSD, versions with
opal lenses)
-30 to +45 ºC (PSU)
-30 to +45 ºC (PSU, versions with
opal lenses)
0 to 35 ºC (versions with emergency
batteries)

• Driver Built-in
• Mains voltage 230 or 240 V / 50-60 Hz
• Control system input Fixed output: PSU

Dimmable: PSD with DALI
• Options Emergency lighting (integrated): 3

hours (EL3)
Dimming
Chemical resistant
Through wiring (TW1 or TW3)

• Material Housing: polycarbonate (WT461C:
with special coating for chemical
resistance)
Ceiling clips: stainless steel
Lenses: PMMA

• Color Grey, RAL 7035
• Optic Narrow (NB), wide (WB) and very

wide (VWB) beam
Opal/comfort lenses (O)

• Connection Integral male / female connectors
• Installation Individual; locking the luminaire into

pre-mounted ceiling plate (delivered
with the luminaire)
Through-wiring possible

Related products

Pacific LED WT460C/WT461C

waterproof luminaire with narrow or

wide beam angle

Pacific LED WT460C/WT460C

waterproof luminaire with very wide

beam angle
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Related products

Pacific LED WT460C/WT460C

waterproof luminaire with through wiring

Pacific LED WT460C waterproof

luminaire with narrow or wide beam

angle, opal version

Pacific LED WT460C/WT460C

waterproof luminaire with through wiring

Dimensional drawing

WT460C LED23S/840 PSU VWB L1300 WT460C LED23S/840 PSU VWB TW1 L1300

Product details

Opening knob Gear tray locking handle
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Product details

Electrical connector Electrical connector with through wiring

Waterproof luminaire IP66 Chemical resistant

Opening knob Opening knob

Electrical connector Electrical connector with through wiring

Waterproof luminaire IP66 Gear tray locking handle, opal version
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Product details

Opening knob Electrical connector

Electrical connector with through wiring Waterproof luminaire IP66

Gear tray locking handle, opal version

General information (1/2)

Order code Product
family
code

Number
of light
sources

Lamp
family
code

Light
source
replace-
able

Driver
included

Optic
type

Optical
cover/
lens type

Emer-
gency
lighting

Dimmable Internal
wiring

Protec-
tion class
IEC

910925335605 WT460C 2 LED23S true true WB - No No PVCFR CLI

910925335606 WT460C 4 LED23S true true WB - No No PVCFR CLI

910925335607 WT460C 4 LED42S true true WB - No No PVCFR CLI

910925335608 WT460C 5 LED35S true true WB - No No PVCFR CLI

910925335609 WT460C 5 LED64S true true WB - No No PVCFR CLI

910925335610 WT460C 5 LED35S true true NB - No No PVCFR CLI

910925335611 WT460C 5 LED64S true true NB - No No PVCFR CLI

910925335616 WT460C 2 LED23S true true WB - No Yes PVCFR CLI

910925335617 WT460C 4 LED23S true true WB - No Yes PVCFR CLI

910925335618 WT460C 4 LED42S true true WB - No Yes PVCFR CLI

910925335619 WT460C 5 LED35S true true WB - No Yes PVCFR CLI

910925335620 WT460C 5 LED64S true true WB - No Yes PVCFR CLI

910925335621 WT460C 5 LED35S true true NB - No Yes PVCFR CLI

910925335622 WT460C 5 LED64S true true NB - No Yes PVCFR CLI

General information (1/2)
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General information (1/2)

Order code Product
family
code

Number
of light
sources

Lamp
family
code

Light
source
replace-
able

Driver
included

Optic
type

Optical
cover/
lens type

Emer-
gency
lighting

Dimmable Internal
wiring

Protec-
tion class
IEC

910925335627 WT460C 4 LED23S true true WB - No No STD CLI

910925335628 WT460C 4 LED42S true true WB - No No STD CLI

910925335629 WT460C 5 LED35S true true WB - No No STD CLI

910925335630 WT460C 5 LED64S true true WB - No No STD CLI

910925335631 WT460C 5 LED35S true true NB - No No STD CLI

910925335632 WT460C 5 LED64S true true NB - No No STD CLI

910925335637 WT460C 4 LED23S true true WB - No Yes STD CLI

910925335638 WT460C 4 LED42S true true WB - No Yes STD CLI

910925335639 WT460C 5 LED35S true true WB - No Yes STD CLI

910925335640 WT460C 5 LED64S true true WB - No Yes STD CLI

910925335641 WT460C 5 LED35S true true NB - No Yes STD CLI

910925335642 WT460C 5 LED64S true true NB - No Yes STD CLI

910925335647 WT460C 4 LED23S true true WB - No No STD CLI

910925335648 WT460C 4 LED42S true true WB - No No STD CLI

910925335649 WT460C 5 LED35S true true WB - No No STD CLI

910925335650 WT460C 5 LED64S true true WB - No No STD CLI

910925335651 WT460C 5 LED35S true true NB - No No STD CLI

910925335652 WT460C 5 LED64S true true NB - No No STD CLI

910925335679 WT460C 4 LED23S true true WB - EL3 No PVCFR CLI

910925335680 WT460C 4 LED42S true true WB - EL3 No PVCFR CLI

910925335681 WT460C 5 LED35S true true WB - EL3 No PVCFR CLI

910925335682 WT460C 5 LED64S true true WB - EL3 No PVCFR CLI

910925335683 WT460C 5 LED35S true true NB - EL3 No PVCFR CLI

910925335684 WT460C 5 LED64S true true NB - EL3 No PVCFR CLI

910925335689 WT460C 4 LED23S true true WB - EL3 No STD CLI

910925335690 WT460C 4 LED42S true true WB - EL3 No STD CLI

910925335691 WT460C 5 LED35S true true WB - EL3 No STD CLI

910925335692 WT460C 5 LED64S true true WB - EL3 No STD CLI

910925335693 WT460C 5 LED35S true true NB - EL3 No STD CLI

910925335694 WT460C 5 LED64S true true NB - EL3 No STD CLI

910925335708 WT461C 2 LED23S true true WB - No No PVCFR CLI

910925335709 WT461C 4 LED23S true true WB - No No PVCFR CLI

910925335710 WT461C 4 LED42S true true WB - No No PVCFR CLI

910925335713 WT461C 2 LED23S false true WB - No Yes PVCFR CLI

910925335714 WT461C 4 LED23S false true WB - No Yes PVCFR CLI

910925335715 WT461C 4 LED42S false true WB - No Yes PVCFR CLI

910925335718 WT461C 4 LED23S false true WB - No No STD CLI

910925335719 WT461C 4 LED42S false true WB - No No STD CLI

910925335722 WT461C 4 LED23S false true WB - No Yes STD CLI

910925335723 WT461C 4 LED42S false true WB - No Yes STD CLI

910925335726 WT461C 4 LED23S false true WB - No No STD CLI

910925335727 WT461C 4 LED42S false true WB - No No STD CLI

910925335750 WT460C 4 LED23S false true NB - No No PVCFR CLI

910925335751 WT460C 4 LED42S false true NB - No No PVCFR CLI

910925335752 WT460C 4 LED23S false true NB - No Yes PVCFR CLI

910925335753 WT460C 4 LED42S false true NB - No Yes PVCFR CLI

910925335754 WT461C 4 LED23S false true NB - No No PVCFR CLI
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General information (1/2)

Order code Product
family
code

Number
of light
sources

Lamp
family
code

Light
source
replace-
able

Driver
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type
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lighting
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tion class
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910925335755 WT461C 4 LED42S false true NB - No No PVCFR CLI

910925335756 WT461C 4 LED23S false true NB - No Yes PVCFR CLI

910925335757 WT461C 4 LED42S false true NB - No Yes PVCFR CLI

910925335780 WT461C 5 LED35S false true WB - No No PVCFR CLI

910925335781 WT461C 5 LED64S false true WB - No No PVCFR CLI

910925335782 WT461C 5 LED35S false true NB - No No PVCFR CLI

910925335783 WT461C 5 LED64S false true NB - No No PVCFR CLI

910925335786 WT461C 5 LED35S false true WB - No Yes PVCFR CLI

910925335787 WT461C 5 LED64S false true WB - No Yes PVCFR CLI

910925335788 WT461C 5 LED35S false true NB - No Yes PVCFR CLI

910925335789 WT461C 5 LED64S false true NB - No Yes PVCFR CLI

910925335792 WT461C 5 LED35S false true WB - No No STD CLI

910925335793 WT461C 5 LED64S false true WB - No No STD CLI

910925335794 WT461C 5 LED35S false true NB - No No STD CLI

910925335795 WT461C 5 LED64S false true NB - No No STD CLI

910925335798 WT461C 5 LED35S false true WB - No Yes STD CLI

910925335799 WT461C 5 LED64S false true WB - No Yes STD CLI

910925335801 WT461C 5 LED35S false true NB - No Yes STD CLI

910925335802 WT461C 5 LED64S false true NB - No Yes STD CLI

910925335805 WT461C 5 LED35S false true WB - No No STD CLI

910925335806 WT461C 5 LED64S false true WB - No No STD CLI

910925335807 WT461C 5 LED35S false true NB - No No STD CLI

910925335808 WT461C 5 LED64S false true NB - No No STD CLI

910925335601 WT460C 4 LED23S true true VWB - No No PVCFR CLI

910925335602 WT460C 4 LED42S true true VWB - No No PVCFR CLI

910925335603 WT460C 5 LED35S true true VWB - No No PVCFR CLI

910925335604 WT460C 5 LED64S true true VWB - No No PVCFR CLI

910925335612 WT460C 4 LED23S true true VWB - No Yes PVCFR CLI

910925335613 WT460C 4 LED42S true true VWB - No Yes PVCFR CLI

910925335614 WT460C 5 LED35S true true VWB - No Yes PVCFR CLI

910925335615 WT460C 5 LED64S true true VWB - No Yes PVCFR CLI

910925335623 WT460C 4 LED23S true true VWB - No No STD CLI

910925335624 WT460C 4 LED42S true true VWB - No No STD CLI

910925335625 WT460C 5 LED35S true true VWB - No No STD CLI

910925335626 WT460C 5 LED64S true true VWB - No No STD CLI

910925335633 WT460C 4 LED23S true true VWB - No Yes STD CLI

910925335634 WT460C 4 LED42S true true VWB - No Yes STD CLI

910925335635 WT460C 5 LED35S true true VWB - No Yes STD CLI

910925335636 WT460C 5 LED64S true true VWB - No Yes STD CLI

910925335643 WT460C 4 LED23S true true VWB - No No STD CLI

910925335644 WT460C 4 LED42S true true VWB - No No STD CLI

910925335645 WT460C 5 LED35S true true VWB - No No STD CLI

910925335646 WT460C 5 LED64S true true VWB - No No STD CLI

910925335675 WT460C 4 LED23S true true VWB - EL3 No PVCFR CLI

910925335676 WT460C 4 LED42S true true VWB - EL3 No PVCFR CLI

910925335677 WT460C 5 LED35S true true VWB - EL3 No PVCFR CLI

910925335678 WT460C 5 LED64S true true VWB - EL3 No PVCFR CLI
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source
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910925335685 WT460C 4 LED23S true true VWB - EL3 No STD CLI

910925335686 WT460C 4 LED42S true true VWB - EL3 No STD CLI

910925335687 WT460C 5 LED35S true true VWB - EL3 No STD CLI

910925335688 WT460C 5 LED64S true true VWB - EL3 No STD CLI

910925335706 WT461C 4 LED23S true true VWB - No No PVCFR CLI

910925335707 WT461C 4 LED42S true true VWB - No No PVCFR CLI

910925335711 WT461C 4 LED23S true true VWB - No Yes PVCFR CLI

910925335712 WT461C 4 LED42S false true VWB - No Yes PVCFR CLI

910925335716 WT461C 4 LED23S false true VWB - No No STD CLI

910925335717 WT461C 4 LED42S false true VWB - No No STD CLI

910925335720 WT461C 4 LED23S false true VWB - No Yes STD CLI

910925335721 WT461C 4 LED42S false true VWB - No Yes STD CLI

910925335724 WT461C 4 LED23S false true VWB - No No STD CLI

910925335725 WT461C 4 LED42S false true VWB - No No STD CLI

910925335778 WT461C 5 LED35S false true VWB - No No PVCFR CLI

910925335779 WT461C 5 LED64S false true VWB - No No PVCFR CLI

910925335784 WT461C 5 LED35S false true VWB - No Yes PVCFR CLI

910925335785 WT461C 5 LED64S false true VWB - No Yes PVCFR CLI

910925335790 WT461C 5 LED35S false true VWB - No No STD CLI

910925335791 WT461C 5 LED64S false true VWB - No No STD CLI

910925335796 WT461C 5 LED35S false true VWB - No Yes STD CLI

910925335797 WT461C 5 LED64S false true VWB - No Yes STD CLI

910925335803 WT461C 5 LED35S false true VWB - No No STD CLI

910925335804 WT461C 5 LED64S false true VWB - No No STD CLI

910925335653 WT460C 4 LED23S true true VWB - No No PVCFR CLI

910925335654 WT460C 4 LED42S true true VWB - No No PVCFR CLI

910925335655 WT460C 5 LED35S true true VWB - No No PVCFR CLI

910925335656 WT460C 5 LED64S true true VWB - No No PVCFR CLI

910925335657 WT460C 2 LED23S true true WB - No No PVCFR CLI

910925335658 WT460C 4 LED23S true true WB - No No PVCFR CLI

910925335659 WT460C 4 LED42S true true WB - No No PVCFR CLI

910925335660 WT460C 5 LED35S true true WB - No No PVCFR CLI

910925335661 WT460C 5 LED64S true true WB - No No PVCFR CLI

910925335662 WT460C 5 LED35S true true NB - No No PVCFR CLI

910925335663 WT460C 5 LED64S true true NB - No No PVCFR CLI

910925335664 WT460C 4 LED23S true true VWB - No Yes PVCFR CLI

910925335665 WT460C 4 LED42S true true VWB - No Yes PVCFR CLI

910925335666 WT460C 5 LED35S true true VWB - No Yes PVCFR CLI

910925335667 WT460C 5 LED64S true true VWB - No Yes PVCFR CLI

910925335668 WT460C 2 LED23S true true WB - No Yes PVCFR CLI

910925335669 WT460C 4 LED23S true true WB - No Yes PVCFR CLI

910925335670 WT460C 4 LED42S true true WB - No Yes PVCFR CLI

910925335671 WT460C 5 LED35S true true WB - No Yes PVCFR CLI

910925335672 WT460C 5 LED64S true true WB - No Yes PVCFR CLI

910925335673 WT460C 5 LED35S true true NB - No Yes PVCFR CLI

910925335674 WT460C 5 LED64S true true NB - No Yes PVCFR CLI

910925335695 WT460C 4 LED23S true true VWB - EL3 No PVCFR CLI
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General information (1/2)
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code

Light
source
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910925335696 WT460C 4 LED42S true true VWB - EL3 No PVCFR CLI

910925335697 WT460C 5 LED35S true true VWB - EL3 No PVCFR CLI

910925335698 WT460C 5 LED64S true true VWB - EL3 No PVCFR CLI

910925335699 WT460C 4 LED23S true true WB - EL3 No PVCFR CLI

910925335701 WT460C 4 LED42S true true WB - EL3 No PVCFR CLI

910925335702 WT460C 5 LED35S true true WB - EL3 No PVCFR CLI

910925335703 WT460C 5 LED64S true true WB - EL3 No PVCFR CLI

910925335704 WT460C 5 LED35S true true NB - EL3 No PVCFR CLI

910925335705 WT460C 5 LED64S true true NB - EL3 No PVCFR CLI

910925335728 WT461C 4 LED23S false true VWB - No No PVCFR CLI

910925335729 WT461C 4 LED42S false true VWB - No No PVCFR CLI

910925335730 WT461C 2 LED23S false true WB - No No PVCFR CLI

910925335731 WT461C 4 LED23S false true WB - No No PVCFR CLI

910925335732 WT461C 4 LED42S false true WB - No No PVCFR CLI

910925335733 WT461C 4 LED23S false true VWB - No Yes PVCFR CLI

910925335734 WT461C 4 LED42S false true VWB - No Yes PVCFR CLI

910925335735 WT461C 2 LED23S false true WB - No Yes PVCFR CLI

910925335736 WT461C 4 LED23S false true WB - No Yes PVCFR CLI

910925335737 WT461C 4 LED42S false true WB - No Yes PVCFR CLI

910925335809 WT461C 5 LED35S false true VWB - No No PVCFR CLI

910925335810 WT461C 5 LED64S false true VWB - No No PVCFR CLI

910925335811 WT461C 5 LED35S false true WB - No No PVCFR CLI

910925335812 WT461C 5 LED64S false true WB - No No PVCFR CLI

910925335813 WT461C 5 LED35S false true NB - No No PVCFR CLI

910925335814 WT461C 5 LED64S false true NB - No No PVCFR CLI

910925335815 WT461C 5 LED35S false true VWB - No Yes PVCFR CLI

910925335816 WT461C 5 LED64S false true VWB - No Yes PVCFR CLI

910925335817 WT461C 5 LED35S false true WB - No Yes PVCFR CLI

910925335818 WT461C 5 LED64S false true WB - No Yes PVCFR CLI

910925335819 WT461C 5 LED35S false true NB - No Yes PVCFR CLI

910925335820 WT461C 5 LED64S false true NB - No Yes PVCFR CLI

910925335841 WT460C 2 LED23S false true No O No No PVCFR CLI

910925335842 WT460C 2 LED23S false true No O No Yes PVCFR CLI

910925335845 WT460C 4 LED23S false true No O No No PVCFR CLI

910925335846 WT460C 4 LED23S false true No O No Yes PVCFR CLI

910925335849 WT460C 4 LED23S false true No O No No STD CLI

910925335850 WT460C 4 LED23S false true No O No Yes STD CLI

910925335851 WT460C 4 LED23S false true No O No No STD CLI

910925335852 WT460C 4 LED42S false true No O No No PVCFR CLI

910925335853 WT460C 4 LED42S false true No O No Yes PVCFR CLI

910925335856 WT460C 4 LED42S false true No O No No STD CLI

910925335857 WT460C 4 LED42S false true No O No Yes STD CLI

910925335858 WT460C 4 LED42S false true No O No No STD CLI

910925335859 WT460C 5 LED35S false true No O No No PVCFR CLI

910925335860 WT460C 5 LED35S false true No O No Yes PVCFR CLI

910925335863 WT460C 5 LED35S false true No O No No STD CLI

910925335864 WT460C 5 LED35S false true No O No Yes STD CLI
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General information (1/2)
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code

Light
source
replace-
able

Driver
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lighting
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910925335865 WT460C 5 LED35S false true No O No No STD CLI

910925335866 WT460C 5 LED64S false true No O No No PVCFR CLI

910925335867 WT460C 5 LED64S false true No O No Yes PVCFR CLI

910925335870 WT460C 5 LED64S false true No O No No STD CLI

910925335871 WT460C 5 LED64S false true No O No Yes STD CLI

910925335872 WT460C 5 LED64S false true No O No No STD CLI

910925335873 WT460C 4 LED23S false true No O EL3 No PVCFR CLI

910925335875 WT460C 4 LED23S false true No O EL3 No STD CLI

910925335876 WT460C 4 LED42S false true No O EL3 No PVCFR CLI

910925335878 WT460C 4 LED42S true true No O EL3 No STD CLI

910925335879 WT460C 5 LED35S true true No O EL3 No PVCFR CLI

910925335881 WT460C 5 LED35S true true No O EL3 No STD CLI

910925335882 WT460C 5 LED64S true true No O EL3 No PVCFR CLI

910925335884 WT460C 5 LED64S true true No O EL3 No STD CLI

910925335897 WT460C - LED35S false true No O No - STD CLI

910925335898 WT460C - LED35S false true No O No - STD CLI

910925335843 WT460C 2 LED23S false true No O No No PVCFR CLI

910925335844 WT460C 2 LED23S false true No O No Yes PVCFR CLI

910925335847 WT460C 4 LED23S false true No O No No PVCFR CLI

910925335848 WT460C 4 LED23S false true No O No Yes PVCFR CLI

910925335854 WT460C 4 LED42S false true No O No No PVCFR CLI

910925335855 WT460C 4 LED42S false true No O No Yes PVCFR CLI

910925335861 WT460C 5 LED35S false true No O No No PVCFR CLI

910925335862 WT460C 5 LED35S false true No O No Yes PVCFR CLI

910925335868 WT460C 5 LED64S false true No O No No PVCFR CLI

910925335869 WT460C 5 LED64S false true No O No Yes PVCFR CLI

910925335874 WT460C 4 LED23S false true No O EL3 No PVCFR CLI

910925335877 WT460C 4 LED42S false true No O EL3 No PVCFR CLI

910925335880 WT460C 5 LED35S true true No O EL3 No PVCFR CLI

910925335883 WT460C 5 LED64S true true No O EL3 No PVCFR CLI

General information (2/2)

Order code Product family
code

Ingress protec-
tion code

Mech. impact
protection
code

Glow-wire
test

Flammability
mark

CE mark ENEC mark Design Award
Winner mark

910925335605 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335606 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335607 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335608 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335609 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335610 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335611 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335616 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335617 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335618 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335619 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

General information (2/2)
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General information (2/2)

Order code Product family
code

Ingress protec-
tion code

Mech. impact
protection
code

Glow-wire
test

Flammability
mark

CE mark ENEC mark Design Award
Winner mark

910925335620 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335621 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335622 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335627 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335628 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335629 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335630 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335631 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335632 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335637 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335638 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335639 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335640 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335641 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335642 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335647 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335648 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335649 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335650 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335651 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335652 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335679 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335680 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335681 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335682 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335683 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335684 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335689 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335690 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335691 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335692 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335693 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335694 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335708 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335709 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335710 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335713 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335714 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335715 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335718 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335719 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335722 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335723 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335726 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335727 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335750 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335751 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335752 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011
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General information (2/2)

Order code Product family
code

Ingress protec-
tion code

Mech. impact
protection
code

Glow-wire
test

Flammability
mark

CE mark ENEC mark Design Award
Winner mark

910925335753 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335754 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335755 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335756 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335757 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335780 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335781 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335782 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335783 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335786 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335787 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335788 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335789 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335792 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335793 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335794 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335795 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335798 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335799 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335801 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335802 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335805 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335806 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335807 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335808 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335601 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335602 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335603 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335604 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335612 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335613 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335614 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335615 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335623 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335624 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335625 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335626 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335633 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335634 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335635 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335636 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335643 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335644 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335645 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335646 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335675 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335676 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335677 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011
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General information (2/2)

Order code Product family
code

Ingress protec-
tion code

Mech. impact
protection
code

Glow-wire
test

Flammability
mark

CE mark ENEC mark Design Award
Winner mark

910925335678 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335685 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335686 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335687 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335688 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335706 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335707 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335711 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335712 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335716 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335717 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335720 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335721 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335724 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335725 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335778 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335779 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335784 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335785 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335790 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335791 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335796 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335797 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335803 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335804 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335653 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335654 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335655 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335656 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335657 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335658 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335659 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335660 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335661 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335662 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335663 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335664 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335665 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335666 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335667 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335668 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335669 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335670 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335671 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335672 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335673 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335674 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335695 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011
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General information (2/2)

Order code Product family
code

Ingress protec-
tion code

Mech. impact
protection
code

Glow-wire
test

Flammability
mark

CE mark ENEC mark Design Award
Winner mark

910925335696 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335697 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335698 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335699 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335701 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335702 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335703 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335704 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335705 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335728 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335729 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335730 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335731 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335732 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335733 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335734 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335735 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335736 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335737 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335809 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335810 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335811 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335812 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335813 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335814 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335815 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335816 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335817 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335818 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335819 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335820 WT461C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335841 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335842 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335845 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335846 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335849 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335850 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335851 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335852 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335853 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335856 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335857 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335858 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335859 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335860 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335863 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335864 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335865 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011
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General information (2/2)

Order code Product family
code

Ingress protec-
tion code

Mech. impact
protection
code

Glow-wire
test

Flammability
mark

CE mark ENEC mark Design Award
Winner mark

910925335866 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335867 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335870 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335871 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335872 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335873 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335875 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335876 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335878 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335879 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335881 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335882 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335884 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335897 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335898 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335843 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335844 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335847 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335848 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335854 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335855 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335861 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335862 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335868 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335869 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335874 WT460C IP66 IK08 650/5 D CE ENEC DAW-2011

910925335877 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335880 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

910925335883 WT460C IP66 IK08 850/5 D CE ENEC DAW-2011

Electrical

Order code Product family code Input voltage
910925335605 WT460C 220-240 V

910925335606 WT460C 220-240 V

910925335607 WT460C 220-240 V

910925335608 WT460C 220-240 V

910925335609 WT460C 220-240 V

910925335610 WT460C 220-240 V

910925335611 WT460C 220-240 V

910925335616 WT460C 220-240 V

910925335617 WT460C 220-240 V

910925335618 WT460C 220-240 V

910925335619 WT460C 220-240 V

910925335620 WT460C 220-240 V

910925335621 WT460C 220-240 V

910925335622 WT460C 220-240 V

Electrical Electrical

Order code Product family code Input voltage
910925335627 WT460C 220-240 V

910925335628 WT460C 220-240 V

910925335629 WT460C 220-240 V

910925335630 WT460C 220-240 V

910925335631 WT460C 220-240 V

910925335632 WT460C 220-240 V

910925335637 WT460C 220-240 V

910925335638 WT460C 220-240 V

910925335639 WT460C 220-240 V

910925335640 WT460C 220-240 V

910925335641 WT460C 220-240 V

910925335642 WT460C 220-240 V

910925335647 WT460C 220-240 V

910925335648 WT460C 220-240 V
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Electrical

Order code Product family code Input voltage
910925335649 WT460C 220-240 V

910925335650 WT460C 220-240 V

910925335651 WT460C 220-240 V

910925335652 WT460C 220-240 V

910925335679 WT460C 220-240 V

910925335680 WT460C 220-240 V

910925335681 WT460C 220-240 V

910925335682 WT460C 220-240 V

910925335683 WT460C 220-240 V

910925335684 WT460C 220-240 V

910925335689 WT460C 220-240 V

910925335690 WT460C 220-240 V

910925335691 WT460C 220-240 V

910925335692 WT460C 220-240 V

910925335693 WT460C 220-240 V

910925335694 WT460C 220-240 V

910925335708 WT461C 220-240 V

910925335709 WT461C 220-240 V

910925335710 WT461C 220-240 V

910925335713 WT461C 220-240 V

910925335714 WT461C 220-240 V

910925335715 WT461C 220-240 V

910925335718 WT461C 220-240 V

910925335719 WT461C 220-240 V

910925335722 WT461C 220-240 V

910925335723 WT461C 220-240 V

910925335726 WT461C 220-240 V

910925335727 WT461C 220-240 V

910925335750 WT460C 220-240 V

910925335751 WT460C 220-240 V

910925335752 WT460C 220-240 V

910925335753 WT460C 220-240 V

910925335754 WT461C 220-240 V

910925335755 WT461C 220-240 V

910925335756 WT461C 220-240 V

910925335757 WT461C 220-240 V

910925335780 WT461C 220-240 V

910925335781 WT461C 220-240 V

910925335782 WT461C 220-240 V

910925335783 WT461C 220-240 V

910925335786 WT461C 220-240 V

910925335787 WT461C 220-240 V

910925335788 WT461C 220-240 V

910925335789 WT461C 220-240 V

910925335792 WT461C 220-240 V

910925335793 WT461C 220-240 V

910925335794 WT461C 220-240 V

910925335795 WT461C 220-240 V

910925335798 WT461C 220-240 V

Electrical

Order code Product family code Input voltage
910925335799 WT461C 220-240 V

910925335801 WT461C 220-240 V

910925335802 WT461C 220-240 V

910925335805 WT461C 220-240 V

910925335806 WT461C 220-240 V

910925335807 WT461C 220-240 V

910925335808 WT461C 220-240 V

910925335601 WT460C 220-240 V

910925335602 WT460C 220-240 V

910925335603 WT460C 220-240 V

910925335604 WT460C 220-240 V

910925335612 WT460C 220-240 V

910925335613 WT460C 220-240 V

910925335614 WT460C 220-240 V

910925335615 WT460C 220-240 V

910925335623 WT460C 220-240 V

910925335624 WT460C 220-240 V

910925335625 WT460C 220-240 V

910925335626 WT460C 220-240 V

910925335633 WT460C 220-240 V

910925335634 WT460C 220-240 V

910925335635 WT460C 220-240 V

910925335636 WT460C 220-240 V

910925335643 WT460C 220-240 V

910925335644 WT460C 220-240 V

910925335645 WT460C 220-240 V

910925335646 WT460C 220-240 V

910925335675 WT460C 220-240 V

910925335676 WT460C 220-240 V

910925335677 WT460C 220-240 V

910925335678 WT460C 220-240 V

910925335685 WT460C 220-240 V

910925335686 WT460C 220-240 V

910925335687 WT460C 220-240 V

910925335688 WT460C 220-240 V

910925335706 WT461C 220-240 V

910925335707 WT461C 220-240 V

910925335711 WT461C 220-240 V

910925335712 WT461C 220-240 V

910925335716 WT461C 220-240 V

910925335717 WT461C 220-240 V

910925335720 WT461C 220-240 V

910925335721 WT461C 220-240 V

910925335724 WT461C 220-240 V

910925335725 WT461C 220-240 V

910925335778 WT461C 220-240 V

910925335779 WT461C 220-240 V

910925335784 WT461C 220-240 V

910925335785 WT461C 220-240 V
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Electrical

Order code Product family code Input voltage
910925335790 WT461C 220-240 V

910925335791 WT461C 220-240 V

910925335796 WT461C 220-240 V

910925335797 WT461C 220-240 V

910925335803 WT461C 220-240 V

910925335804 WT461C 220-240 V

910925335653 WT460C 220-240 V

910925335654 WT460C 220-240 V

910925335655 WT460C 220-240 V

910925335656 WT460C 220-240 V

910925335657 WT460C 220-240 V

910925335658 WT460C 220-240 V

910925335659 WT460C 220-240 V

910925335660 WT460C 220-240 V

910925335661 WT460C 220-240 V

910925335662 WT460C 220-240 V

910925335663 WT460C 220-240 V

910925335664 WT460C 220-240 V

910925335665 WT460C 220-240 V

910925335666 WT460C 220-240 V

910925335667 WT460C 220-240 V

910925335668 WT460C 220-240 V

910925335669 WT460C 220-240 V

910925335670 WT460C 220-240 V

910925335671 WT460C 220-240 V

910925335672 WT460C 220-240 V

910925335673 WT460C 220-240 V

910925335674 WT460C 220-240 V

910925335695 WT460C 220-240 V

910925335696 WT460C 220-240 V

910925335697 WT460C 220-240 V

910925335698 WT460C 220-240 V

910925335699 WT460C 220-240 V

910925335701 WT460C 220-240 V

910925335702 WT460C 220-240 V

910925335703 WT460C 220-240 V

910925335704 WT460C 220-240 V

910925335705 WT460C 220-240 V

910925335728 WT461C 220-240 V

910925335729 WT461C 220-240 V

910925335730 WT461C 220-240 V

910925335731 WT461C 220-240 V

910925335732 WT461C 220-240 V

910925335733 WT461C 220-240 V

910925335734 WT461C 220-240 V

910925335735 WT461C 220-240 V

910925335736 WT461C 220-240 V

910925335737 WT461C 220-240 V

910925335809 WT461C 220-240 V

Electrical

Order code Product family code Input voltage
910925335810 WT461C 220-240 V

910925335811 WT461C 220-240 V

910925335812 WT461C 220-240 V

910925335813 WT461C 220-240 V

910925335814 WT461C 220-240 V

910925335815 WT461C 220-240 V

910925335816 WT461C 220-240 V

910925335817 WT461C 220-240 V

910925335818 WT461C 220-240 V

910925335819 WT461C 220-240 V

910925335820 WT461C 220-240 V

910925335841 WT460C 220-240 V

910925335842 WT460C 220-240 V

910925335845 WT460C 220-240 V

910925335846 WT460C 220-240 V

910925335849 WT460C 220-240 V

910925335850 WT460C 220-240 V

910925335851 WT460C 220-240 V

910925335852 WT460C 220-240 V

910925335853 WT460C 220-240 V

910925335856 WT460C 220-240 V

910925335857 WT460C 220-240 V

910925335858 WT460C 220-240 V

910925335859 WT460C 220-240 V

910925335860 WT460C 220-240 V

910925335863 WT460C 220-240 V

910925335864 WT460C 220-240 V

910925335865 WT460C 220-240 V

910925335866 WT460C 220-240 V

910925335867 WT460C 220-240 V

910925335870 WT460C 220-240 V

910925335871 WT460C 220-240 V

910925335872 WT460C 220-240 V

910925335873 WT460C 220-240 V

910925335875 WT460C 220-240 V

910925335876 WT460C 220-240 V

910925335878 WT460C 220-240 V

910925335879 WT460C 220-240 V

910925335881 WT460C 220-240 V

910925335882 WT460C 220-240 V

910925335884 WT460C 220-240 V

910925335897 WT460C 220-240 V

910925335898 WT460C 220-240 V

910925335843 WT460C 220-240 V

910925335844 WT460C 220-240 V

910925335847 WT460C 220-240 V

910925335848 WT460C 220-240 V

910925335854 WT460C 220-240 V

910925335855 WT460C 220-240 V
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Electrical

Order code Product family code Input voltage
910925335861 WT460C 220-240 V

910925335862 WT460C 220-240 V

910925335868 WT460C 220-240 V

910925335869 WT460C 220-240 V

Electrical

Order code Product family code Input voltage
910925335874 WT460C 220-240 V

910925335877 WT460C 220-240 V

910925335880 WT460C 220-240 V

910925335883 WT460C 220-240 V
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